
CORROSION PREVENTION & SEALING TECHNOLOGY

WATER & GASPROOFING MEMBRANE SYSTEMS
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Over 30 Years of Global Experience

Premier Coatings Limited has over 30 years of experience in corrosion 
prevention, waterproofing, tanking and gasproofing. We are proud to be 
one of the foremost companies in our field with a proven track record of 

successful solutions for our customers.
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Research and Development
As a company, we are fully committed to a vigorous research                         
and development program and are consistently modifying and 

improving our products as well as developing new ones based on our                  
customers requirements.
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Manufacture and Quality Assurance

Premier Coatings operate an ISO 9001 Quality Management System to ensure 
our finished products meet our customers requirements.

ISO 9001 | Q 09303
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Operating Temperature Ranges and 
Surface Preparation Requirements

• Our product range can cope with varying operating temperatures. 
• Our product range allows options for surface preparation prior to 
product application. 
• Our range of tape wrap systems can provide a 30 year maintenance 
free service life even when applied over hand wire brushed steel 
surfaces.
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We’re Here to Help!

• Premier Coatings Ltd can provide a long-term, cost effective solutions, 
to suit your needs wherever the project is.
• Worldwide network of dedicated agents.
• We can provide the necessary support and assistance throughout 
your project.
• We can provide application training to our customers which can be 
carried out either on-site or at our London UK Training Centre. 
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Premier Tape Systems

• We manufacture a range of products to suit specific project needs.
• Different soil and backfill conditions.
• Different surface preparation. 
• Varying pipeline operating temperatures.
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Premtape Petrolatum Tape Systems

• The petrolatum tape systems provide optimum surface tolerant 
coating properties.
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Premcote Tape Wrap Systems

• Designed for the corrosion protection of buried/submerged steel, 
ductile iron and concrete pipes and joints.
• Available in a wide range of thicknesses and sizes
• Tapes can be applied by machine or by hand.
• All tapes in the Premcote range have a high resistance to cathodic 
disbondment when used with Premcote Primer. 9



Premcote Butyl Tape Systems

• Thinner backed Butyl Tapes are also used in conjunction with a 
primer. 
• A separate outerwrap is normally applied at the same time.
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Premier Heat Shrink Sleeve

We offer a range of high quality heat shrink sleeve systems 
designed for long-term corrosion prevention for butt welded 
pipeline joints and factory coating repairs. These are systems      
for service temperatures from -20°C up to 80°C.
They are tested with reference to DIN, EN and ASTM standards.
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Protal Liquid Coatings

A range of liquid epoxy pipeline coatings designed for application to 
abrasive blast cleaned steel pipes, welds, tie-ins, fittings, etc.

The range also includes special coatings for sub-zero temperatures 
and permanently humid applications.

12



Surface Preparation
• Protal coatings are high build and fast curing with excellent cathodic 
disbonding resistance. 
• They can be applied by brush, roller or spray.
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Fast Cure Pipeline Coating

A fast cure one coat epoxy coating that can be hand or spray applied to 
girth welds, tie-ins, fittings and rehabilitation of existing pipelines.

Exhibits excellent cathodic disbondment properties at 80°C (175°F).
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Coating Solution for Damp Surfaces

A VOC free epoxy coating specially formulated to coat dry, damp or wet 
surfaces in either above ground or buried locations. 

Used as the exterior coating of pipelines, structures or other steel 
surfaces that may be wet or damp due to the environment or as a result 

of atmospheric condensation.
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Low Temperature Pipeline Coating

A low temperature coating that can cure at -20°C (-4°F). 
The coating can be backfilled in 30 minutes at 10°C (50°F).
Used for girth welds, tie-ins, rehabilitation, repairs to FBE                               

and sacrificial coating to FBE.
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High Temperature Pipeline Coating

A high build epoxy coating that can be hand applied to girth welds,    
tie-ins, fittings and rehabilitation of existing pipelines.

Maximum operating temperature up to 120°C (250°F).
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Prembond Metalcoat Systems

• Prembond Metalcoat Systems are a unique range of VOC 
compliant, heavy duty liquid coatings and self-amalgamating tapes. 
• Designed to tolerate less than perfectly prepared metal surfaces    
in exposed situations.
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Glass Flake Reinforced Liquid Coatings

• Glass Flake Reinforced Liquid Coatings offer outstanding resistance 
to corrosion and abrasion. 
• These robust coatings can be applied by either    airless spray or 
brush.
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Acrylic Bitumen Tape Coatings

An easily applied layer of acrylic backed bitumen tape and a choice of        
final topcoats providing  a highly conformable, low maintenance                   
and UV resistance coating.
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Petrolatum Tape Coatings

Systems for pipework, fittings and badly pitted/rusted structural 
steelwork. Different systems are available to suit a range of operating 

temperatures from +110°C (230°F) to sub-zero. 

Tapes are utilised in conjunction with a petrolatum pastes and mastics         
for sealing voids and fittings.
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Tank Base Protection

This system provides an easy to apply, flexible, long lasting solution to 
the external base area of the steel storage tank which is vulnerable 

to corrosion problems. 
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Tank Base Case History
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Archco-Rigidon Industrial Linings

Archco-Rigidon corrosion and chemical resistant lining systems 
combine thermosetting resins with various types of reinforcements 

and fillers to offer a long-term solution in a wide range of 
aggressive environments. 26



Glass Flake Linings

Archco-Rigidon glass flake linings are designed primarily for the         
protection of steel. 

Principle Advantages:
• Chemical and temperature resistant
• Improved resistance to permeation
• Ability to follow contours
• Excellent impact resistance

• Easy to repair
• Can be used with cathodic protection
• Rapid cure
• Long life, low cost
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Filled Reinforced Linings

These linings are intended for the protection of either concrete or steel 
and are reinforced with membranes such as woven glass cloth,                    

chopped strand mat or synthetic cloth.

Principle Advantages:
• Outstanding chemical resistance
• A monolithic system

• Easy to repair
• Rapid cure
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Rigspray
Primarily designed as a single coat, long 

lasting, anti-corrosion system which provides 
protection to steel structures exposed to 

marine environments.

HoldTight 102 can be applied during the 
wash down cycle to prevent flash rusting 

due to chloride contamination. 
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SeaShield Marine Pile Protection

Premier SeaShield comprise a range of systems developed to 
protect marine structures where corrosion is a major problem in 

splash zones, inter-tidal and subsea environments.
30



Surface Preparation

• The use of surface tolerant petrolatum products for the inner layer         
means that the substrate needs only hand or power tool cleaning to      
remove loose rust, loose coating and marine growth.

• High pressure water jetting can be used to speed up the            
cleaning process.
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Petrolatum Inner Layer

The Petrolatum Inner Layer provides optimum corrosion control                    
for the pile surface.
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Heavy Duty Outer Layer

A tough HDPE jacket provides protection to the Petrolatum Inner Layer 
against abrasion, wave impact and accidental impact. 

The jacket is drawn together using a specially developed pneumatic 
clamp and fastened together. 33



Medium Duty Outer Layer

A tough HDPE jacket provides protection to the Petrolatum Inner Layer 
against abrasion, wave impact and accidental impact. 

This jacket is secured by a 19mm banding system selected for the       
intended environment.
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Light Duty Outer Layer

This system comprises the application of a double wrap of bitumen 
tape over the Petrolatum Inner Layer. It is most suitable for use in 

sheltered areas away from heavy seas and strong currents.
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Heavy Duty Pile Restoration

This robust, heavy duty encapsulation system has been designed 
specifically for the repair and/or protection of marine structures        
such as: Jetty piles, bridge supports, offshore risers, pipework          

and structural member supports.
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Premseal
Waterproofing, Tanking and Gasproofing

The range of Premseal membranes are laminates of various plastic 
films and reinforcements coated with bitumen/polymer adhesives to 

provide a tough self-adhesive water and gas proof membrane sheeting.

All Premseal membranes are manufactured to the highest standards 
and individual properties of the products are tested with reference to      

internationally recognised test methods.
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Waterproofing Membranes

The membranes prevent the ingress of water and water borne aggressive 
chemicals such as chlorides and sulphates penetrating concrete 

structures.

By varying the type and thickness of backing the mechanical properties are 
tailored to application requirements.   
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Gasproofing Membranes

This tough durable sheet is designed to prevent methane and landfill       
gases from contaminated sites and natural gases such as radon 
seeping into confined spaces such as buildings and tunnels, etc., 

where it can become a serious hazard.
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Corner Details
External Corner

Internal Corner
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Thank You

Any Questions?
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